
 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA010 Ácido Úrico 100 mL 500 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay URIC Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 1.3 

Reaction Definition     High Linearity 300 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 524 / 700 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 5  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 5   

     Std. 1 # 5   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA016 AEO Turbidimétrico 50 mL 166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador AEO que compõe o kit – Controle Reumático BA 
120 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay AEO Type Photometric   Results Unit IU/mL   

Number - Version 1   Assay Defaults Low Linearity 3 

Reaction Definition     High Linearity 800 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 0 Main 22 -- 24   GENDER AGE (Y) NORMAL 

Last Required Read 24 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type Yes Blank Read Time 14 - 16        

Reagent / Sample   Reults Units IU/mL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 240 60 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA019 Albumina 250 mL 833 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay ALB Type Photometric   Results Unit g/dL   

Number - Version 1   Assay Defaults Low Linearity 1.4 

Reaction Definition     High Linearity 70 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 628 / 700 Main 7 -- 9   GENDER AGE (Y) NORMAL 

Last Required Read 9 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units g/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 300 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA364 ALT/TGP 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay ALT Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 1.6 

Reaction Definition     High Linearity 500 

Reaction Mode Rate Down  Read Times   Gender and Age specific Ranges 

Wavelength 340 / 0 Main 3 -- 13   GENDER AGE (Y) NORMAL 

Last Required Read 13 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 10  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 10   

     Std. 1 # 10   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA028 Amilase CNPG 30 mL 150 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay AMI Type Photometric   Results Unit U/L   

Number @ Version 1   Assay Defaults Low Linearity 1.8 

Reaction Definition     High Linearity 1317 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 404 / 0 Main 3 -- 13   GENDER AGE (Y) NORMAL 

Last Required Read 13 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # 4   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA367 AST/TGO 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay AST Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 1.1 

Reaction Definition     High Linearity 500 

Reaction Mode Rate Down  Read Times   Gender and Age specific Ranges 

Wavelength 340 / 0 Main 3 -- 13   GENDER AGE (Y) NORMAL 

Last Required Read 13 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 10  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 10   

     Std. 1 # 10   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA037 Bilirrubina Direta 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay BILID Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.05 

Reaction Definition     High Linearity 15 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 700 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 20  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 20   

     Std. 1 # 20   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA040 Bilirrubina Total 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay BILIT Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.03 

Reaction Definition     High Linearity 15 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 700 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 20  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 20   

     Std. 1 # 20   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA046 Cálcio Arsenazo 50 mL 200 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay CA Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.2 

Reaction Definition     High Linearity 18 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 660 / 0 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 250 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # 4   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA076 CK-NAC 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay CK Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 1.92 

Reaction Definition     High Linearity 1300 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 340 Main 23 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 160 40 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 5  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA082 Colesterol 200 mL 666 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay COL Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.3 

Reaction Definition     High Linearity 1000 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 500 / 0 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 300 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA091 Colinesterase 25 mL 83 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay COLIN Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 123 

Reaction Definition     High Linearity 25000 

Reaction Mode Rate Down  Read Times   Gender and Age specific Ranges 

Wavelength 404 Main 22 -- 27   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 240 60 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 5  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 5   

     Std. 1 # 5   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA124 Creatinina Cinética 200 mL 1000 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay CRE Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.03 

Reaction Definition     High Linearity 20 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 500 / 572 Main 18 -- 22   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 100 100 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample   Vol Dil.    Dil  Water Dilution Factor      

Standard 20  1:1.00      
Orine dil.1/20 10       10      95 1:20.05    

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 20   

     Std. 1 # 20   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA202 Ferritina 45 mL 166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Ferritina que compõe o kit – Controle de Proteínas 
BA 104 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay FERRI Type Photometric   Results Unit µg/L   

Number - Version 1   Assay Defaults Low Linearity 4.0 

Reaction Definition     High Linearity 500 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 0 Main 31 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type Yes Blank Read Time 14 - 16        

Reagent / Sample   Reults Units µg/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 180 90 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 8  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Logit-4        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 8   

     Std. 1 # x 0.125 8   

     Std. 2 # x 0.25 8   

     Std. 3 # x 0.5 8   

     Std. 4 # x 0.75 8   

Replicates 3 (Range 1-3)  Std. 5 # x 1.0 8   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA223 Fosfatase Alcalina 60 mL 300 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay FAL Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 1 

Reaction Definition     High Linearity 1200 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 404 / 0 Main 21 -- 31   GENDER AGE (Y) NORMAL 

Last Required Read 31 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 160 40 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # 4   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA229 Fósforo UV 100 mL 333 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay FOS Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.13 

Reaction Definition     High Linearity 20 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 340 / 0 Main 31 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 300 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA235 FR Turbidimétrico 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador FR que compõe o kit – Controle Reumático BA 
120 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay FR Type Photometric   Results Unit IU/mL   

Number - Version 1   Assay Defaults Low Linearity 2.0 

Reaction Definition     High Linearity 160 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 660 / 0 Main 22 -- 24   GENDER AGE (Y) NORMAL 

Last Required Read 24 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type Yes Blank Read Time 14 - 16        

Reagent / Sample   Reults Units IU/mL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 160 40 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 2  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Logit-4        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 2   

     Std. 1 # x 0.125 2   

     Std. 2 # x 0.25 2   

     Std. 3 # x 0.5 2   

     Std. 4 # x 0.75 2   

Replicates 3 (Range 1-3)  Std. 5 # x 1.0 2   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA238 Frutosamina 50 mL 166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay FRU Type Photometric   Results Unit mmol/L   

Number - Version 1   Assay Defaults Low Linearity 0.0 

Reaction Definition     High Linearity 7.0 

Reaction Mode Fixed Time  Read Times   Gender and Age specific Ranges 

Wavelength 546 / 700 Main 16 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mmol/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 300 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 15  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 15   

     Std. 1 # 15   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA241 Gama GT 60 mL 300 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay GGT Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 1.6 

Reaction Definition     High Linearity 300 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 404 / 0 Main 3 -- 13   GENDER AGE (Y) NORMAL 

Last Required Read 13 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 20  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 20   

     Std. 1 # 20   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA244 Glicose 500 mL 1665 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay GLI Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.23 

Reaction Definition     High Linearity 500 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 500 / 0 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 300 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA259 HDL Direto 80 mL 299 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do 
Manual de Operações do Analisador. Alguns analisadores utilizam versões diferentes 
de software, podendo ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador de HDL que compõe o kit para Calibração 
e os Controle N – BA115 e Controle P – BA118 para avaliar a precisão e a exatidão das 
dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay HDL Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 0.5 

Reaction Definition     High Linearity 200 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 604 / 700 Main 31 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 67 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 2  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 2   

     Std. 1 # 2   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA133 LDH UV 50 mL 250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay LDH Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 4.7 

Reaction Definition     High Linearity 1250 

Reaction Mode Rate Down  Read Times   Gender and Age specific Ranges 

Wavelength 340 / 0 Main 19 -- 29   GENDER AGE (Y) NORMAL 

Last Required Read 29 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 160 40 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # 4   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 

 

EDIÇÃO: 12/2019 

mailto:sac@bioanalitica.com.br


 

 
 

sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA295 Lipase 60 mL 166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay LIP Type Photometric   Results Unit U/L   

Number - Version 1   Assay Defaults Low Linearity 5 

Reaction Definition     High Linearity 250 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 572 / 0 Main 21 -- 31   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units U/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Dest.Water Reagent Volume 300 60 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA304 Microalbuminúria 50 mL 166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Microalbuminúria que compõe o kit para avaliar a 
precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay MAU Type Photometric   Results Unit mg/L   

Number - Version 1   Assay Defaults Low Linearity 0.9 

Reaction Definition     High Linearity 130 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 0 Main 18 -- 22   GENDER AGE (Y) NORMAL 

Last Required Read 22 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 240 60 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 2  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 2   

     Std. 1 # 2   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA320 PCR-HS 50 mL  166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador PCR-HS que compõe o kit – Controle Protéico BA 
104 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay PCR-HS Type Photometric   Results Unit mg/L   

Number - Version 1   Assay Defaults Low Linearity 0.06 

Reaction Definition     High Linearity 15 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 700 Main 31 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 31 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type Yes Blank Read Time 14 - 16        

Reagent / Sample   Reults Units mg/L   

Reagent @  R1 R2 Decimal Places 2 (Range 0-4) 

Diluent Saline Reagent Volume 240 60 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Logit-4        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # x 0.125 4   

     Std. 2 # x 0.25 4   

     Std. 3 # x 0.5 4   

     Std. 4 # x 0.75 4   

Replicates 3 (Range 1-3)  Std. 5 # x 1.0 4   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA325 PCR Turbidimétrico 50 mL  166 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador PCR que compõe o kit – Controle Reumático BA 
120 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay PCR Type Photometric   Results Unit mg/L   

Number - Version 1   Assay Defaults Low Linearity 1.0 

Reaction Definition     High Linearity 150 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 0 Main 22 -- 24   GENDER AGE (Y) NORMAL 

Last Required Read 24 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type Yes Blank Read Time 14 - 16        

Reagent / Sample   Reults Units mg/L   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 240 60 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 2  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 2   

     Std. 1 # 2   

     Std. 2     

     Std. 3     

     Std. 4     

Replicates 3 (Range 1-3)  Std. 5     

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA334 Proteínas Totais 250 mL 1250 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay PROT Type Photometric   Results Unit g/dL   

Number - Version 1   Assay Defaults Low Linearity 4.6 

Reaction Definition     High Linearity 150 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 548 / 0 Main 31 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units g/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # 4   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA331 Proteína U/LCR 25 mL  125 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Padrão que compõe o kit para avaliar a precisão e a exatidão 
das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay PU Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 70 

Reaction Definition     High Linearity 4000 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 604 / 700 Main 31 -- 33   GENDER AGE (Y) NORMAL 

Last Required Read 33 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 200 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 4  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 4   

     Std. 1 # 4   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA379 Triglicérides 100 mL 333 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay TRI Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 1.6 

Reaction Definition     High Linearity 600 

Reaction Mode End Up  Read Times   Gender and Age specific Ranges 

Wavelength 500 / 700 Main 16 -- 18   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 300 - Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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sac@bioanalitica.com.br    ® ARCHITECT C8000 é marca registrada de seus proprietários. 
 

Protocolos Automação Bioanalítica ARCHITECT C8000 ® 

Ref.: BA391 Uréia UV 100 mL 285 testes 

Para melhor desempenho é necessário a compreensão da Instrução de Uso e do Manual de 
Operações do Analisador. Alguns analisadores utilizam versões diferentes de software, podendo 
ser necessárias alterações na aplicação. 
A Bioanalítica recomenda o uso do Calibrador Bioanalítica - BA052 e os Controle N – BA115 e 
Controle P – BA118 para avaliar a precisão e a exatidão das dosagens. 
Utilizar a Instrução de Uso para preparo e estabilidade do reagente. 
 

General Conventional Units 

Assay URE Type Photometric   Results Unit mg/dL   

Number - Version 1   Assay Defaults Low Linearity 2.5 

Reaction Definition     High Linearity 300 

Reaction Mode Rate Up  Read Times   Gender and Age specific Ranges 

Wavelength 340 Main 18 -- 22   GENDER AGE (Y) NORMAL 

Last Required Read 18 Flex -   Male 0-130 @ 

Absorbance Range @ Color Correction -   Female 0-130 @ 

Sample Blank Type None Blank Read Time -        

Reagent / Sample   Reults Units mg/dL   

Reagent @  R1 R2 Decimal Places 1 (Range 0-4) 

Diluent Saline Reagent Volume 280 70 Correlation Factor 1.0000   

Diluent Disp. Mode Type 0 Water Volume - - Intercept 0.0000   

   Dispense Mode Type 0  Type 0      

Diluent Name Sample Water Dilution Factor      

Standard 3  1:1.00      

Validity Checks           

Reaction definition None          

Rate Linearity %               

Calibration 

Method Linear        

          

Calibrators and Volumes   Calibrator Level Concentration Volume   

Calibrator Set Standard   Blank 0.0 3   

     Std. 1 # 3   

     Std. 2 - -   

     Std. 3 - -   

     Std. 4 - -   

Replicates 3 (Range 1-3)  Std. 5 - -   

          

Intervals    Validity Checks     

Calibration Interval Full Interval 999 hours  Blank Absorbance range: 0.0000 -- 0.0000 

Calibration Type Adjust Type None  Span Absorbance Range: 0.0000 -- 0.0000 

     Expected cal Factor : 0.00 

        Expected Cal factor tolerance: 0% 
@ Parâmetro definido pelo usuário. 

# Concentração do calibrador. 
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